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DETAIL A

Inc. The information hereon has been developed by

manufacture by anyone other than Huntron Instruments,

quotations from a competitive source or used for

closed in whole or in part, or used to solicit

Huntron Instruments, Inc. be used, released or dis-

and shall not, without express written permission of

This document and the technical data hereon dis-
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TYPICAL CONTACT TERMINATION
FOR AMP CONNECTOR

FOLD OVER TABS
WIRE

OR EQUIVALENT TOOL.

24.0" ±0.5"

WIRE, 22 OR 24 GAUGE STRANDED & BUNCH TINNED
COLOR OPTIONAL, AS LONG AS ALL DIFFERENT
QTY. 4

HEATSHRINK, BLACK, 3/8" DIA X 1"
RAYCHEM, SCLBK 3/8"

QTY. 2

"EXPANDO PT" BLACK, 1/8" DIA.
BENTLY-HARRIS PT 1/8"

CONNECTOR, 4 PIN, BLACK
AMP #102241-2
QTY. 2

CONTACT (FOR AMP CONNECTOR)
AMP 87667-3 OR 87666-3
QTY. 8

4/4/91JLP

UNLESS OTHERWISE SPECIFIEDNOTES:

(2 PLACES)
HEAT SHRINK IS TO BE 0.430 ±0.030
FROM END OF CONNECTOR.

Wiring Diagram
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